
Crystalossillatorsspecificationsheet
Customername PartsNo./Application

1.ModelMXO－49口－I(D:stabilityrankcode^

2.Dimension(mm)

2.1Dimension(unit:mm)

Pin#1dotmarl<

画 I
11.5ma別

I

Pinconnectior

①:DG+5V

②:GNC

③:OUTPUT

Platingmaterials

Baseplating:Ni2～4〃、

Auplaling:0.111mmir

Leadmaterial:KGVEF

2.2.MarkingMarkingshallbeclearlyindicatedfollowingswithmethodwhici

ishardtoeraseeasily

･Manufacturerinitial(M)/Frequency/Stabilityrankcode

･Lot（2digits）：1）Producedyear（Lastdigitsう

2)A(January)～M(December)̂ExceptI

3.Frequency 1．000～70.000hmZ

4.Frequencystability C:±lOOppmmaxB:±50ppmmaxA:±25ppmma>

5.Operationtemperaturerange-10℃～+70て

6.Storagetemperaturerange-20℃～+80て

7.Inputvoltage +5V±5%(DC

8.Inputcurrent 30mAma>

9.Outputwaveform C-MOS(TTLcompatible

10.Ou t p u t L o a d15pF(5TTL

11.0utputlevel(C-MOS)"Voh"0．9Vddmin(TTL2.4Vddmin

"Vol"0.IVddmax(TTL0.4Vddmax

12.Rise/Falltimes(tr/tf) 8nSma】

13.Dutycycle(Symmetry)45%～55%(+2.5Vlevel

40％～60%(+1.4Vlevel

14.FrequencyAging 4ppmperyear

15.0utputwaveformdiagram(C-MOS》

TⅥ

DUTY=(Tw/T)xlOO=r
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